MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786}315-2590 F (786)315-2599

NOTICE OF ACCEPTANCE (NOA) www.miamidade gov/economy

Sto Corporation

3800 Camp Creek Parkway
Bldg 1400, Ste 120

Atlanta, GA 30331

Scopk: This NOA is being issued under the applicable rules and regulations governing the use of
construction materials. The documentation submitted has been reviewed and accepted by Miami-Dade
County RER-Product Control Section to be used in Miami Dade County and other areas where allowed by
the Authority Having Jurisdiction (AHD).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Huiricane Zone.

DESCRIPTION: Sto Therm EIF System (USG-2) — S.M.L

APPROVAL DOCUMENT: Drawing No. USG-STO1, titled “Sto Therm EIFS USG-2”, sheets 1 through
3 of 3, prepared by Sto Corporation, dated 09/05/2013, prepared by Sto Corporation, signed and sealed by
Brian J. Wolfe, P.E., bearing the Miami-Dade County Product Control renewal stamp with the Notice of
Acceptance number and expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Small Missile Impact Resistant

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
following statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.
Each container (bucket or drum) needs to be labeled. Unit is further defined as each roll of reinforcing mesh.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been-a revision or change
in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shail be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA renews NOA # 09-1013.10 and consists of this page 1 and evidence page E-1, as well as approval
document mentioned above.

The submitted documentation was reviewed by Carlos M. Utrera, P.E.

NOA No. 13-0930.10

Expiration Date: January 1, 2019
Approval Date: November 28, 2013
Page 1




Sto Corporation

NOTICE OF ACCEPTANCE: LEVIDENCE SUBMITTED

DRAWINGS
1. Drawing No, USG-STO1, titled “Sto Therm EIFS USG-27, sheets 1 through 3 of 3,

prepared by Sto Corporation, dated 09/05/2013, prepared by Sto Corporation, signed
and sealed by Brian J. Wolfe, P.E.

TESTS “Submitted under NOA # 09-1013.10”
1. Test reports on 1) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
2) Large Missile Impact Test per FBC, TAS 201-94
3) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of a Sto Therm EIFS-USG-2
Panel, prepared by Hurricane Test Laboratory, LLC, Test Report No. G141-0605-09,
dated 07/20/2009, signed and sealed by Vinu J. Abraham, P.E.

“Submitted under NOA # 03-0527,12”
2. Test report on Large Missile Impact per TAS201, Cyclic Load Test per TAS 203 and
Static Air Pressure with water and air infiltration Test per TAS 202 of “Sto HI-AT,
Small Missile Impact EIF System”, prepared by Certified Testing Laboratory Inc,
Report # CTLA 863W, dated 07/17/2002, signed and sealed by R. Patel, P.E.

CALCULATIONS “Submitted under NOA # 03-0527.12”
1. Engineering Report No. 22272, prepared by Cerny & Ivey Engineers, Inc, dated
01/30/03, signed and sealed by Robert N. Kenney, P.E.

QUALITY ASSURANCE
1. Miami-Dade Department of Regulatory and Economic Resources (RER)

MATERIAL CERTIFICATIONS :
1. Notice of Acceptance No. 11-0926.07, issued to Dyplast Products LL.C,, for their
EPS Block Type Insulation, approved on 11/10/2011, and expiring on 1/11/2017.

STATEMENTS

1. Statement letter of code conformance to 2010 FBC issued by Testing, Engineering and
Consulting Services, Inc., dated 09/11/2013, signed and sealed by Brian J. Wolfe, P.E.

2. Statement letter of no financial interest issued by Testing, Engineering and Consulting
Services, Inc., dated 09/11/2013, signed and sealed by Brian J. Wolfe, P.E,

/)

SeitiZ

" Carlos M. Utrera, P.E.

Produet Control Examiner

NOA No. 13-0930.10

Expiration Date: January 1,2012
Approval Date: November 28, 2013



Description:

4’ 1.1 Substrates and Sto products opproved with the syslem
1.1.1  USG Securock gloss mat sheathing over steel studs. 3 5/8" x 1- 5/8" %18 ga. Stsel studs © 16" o.c with
——I 6° |.._ 1/2° USG Securock Glass Mat sheothing fostened to the stee! studs with 1— 1/4 corroslon resistant wafer
6 o /1\ head screws @ 6” o.c. around the perimeter and the intermedlate studs.
! 16* | U 1.4.2 Al substrate approved under this Notice of Acceptance shall be designed by o Florida Professlonal Engineer
o " or Registered Architest according to the 2010 Floride Building Code and the minimum standards estoblished
here. Provisions for diaphragm aclion are necessory for gypsum wall substrate and the deflection shall be
o limited to L/240 on all coses.
- 1,2 Components of the System
\ 121 Sto PAB Adhesive
N A poymer coment based adhsive and bass coat avalioble In 60 b bagg, mixed with clean woter ond opplied to
the substrate per the manufacturer's recommendation to form a 1/16" coat with ¢ spray equipment or a
stainless steel trowel.
t.2,2  Insulation Beard
1* thick EPS in compliance with ASTM C 578 type 1 1lb cu ft density
@ as approved by Miam| Dade Couptir. Sto PAB iz applied unlforrnl1y Iy ribbong parallel to the long
U dimension to the back of the 17 thick Dyplast boards uslng @ 1/2° x 1/2° stalnless steel U rotched trowel
The beards sholl be placed, applgin? pressure in a running bond pattern with the long dimension horizontal and
from o level base storting line. Butf all jolnts tightly to aveid thermal breaks. Adhesive should not get betwesn
4oln'(s. After the insulation’ boards cover ihe entife surface, fill volds with slivers of insulotion, When the boards are
8’ @ irmly adhered to the substroie, rasp all irreqularities to achleve a smooth surface. This application shall be
U to dry completely before the next step.
1.2.3  Sto Mesh
A nomanal 4.6 oz./sy. symmetrical, interlaced open—weave glass fobric made with minfmum 25% by weight alkaline
reslstance coating for capatabliity with Sto materials. Available in rolls 38" wide. Sto PAB is mixed again end
applied by trows! to a uniform thicknass of 1/16" to the face of the Dyplast boards. Work harizontally or vericaily
fn strips of 40" ond Immediotely imbed the mesh into the wet base trowling from the center lo the edge of the
I mesh. Overlap the mesh no less than 2-1/27 double lap all Inslide and outside corners 2—1/2" in oll directions
and backwrap mesh edges and sides. The mesh shall be fully embedded so the color does not show through the
P base coat and it sholl be allowed to dry for 12 hours before applying the Stolit finish.
- —— 1.2.4  Sto Finish
@ A ready mix, acrylic basad, textured wall coating. Sto finish 1a mixed with a high speed elsclronic mixer and
1 u F ] applied and textured by trowel to a thickness of 1/16". Apply on a continuous application working from the wet
toward the unfinished areo,
T General Notes:
- L — 1)  This system hos been deslgned In accordance with the 2010 Floride Building Code.
supplaments.
2)  This system has been tested in accordance with Dade County Protocol TAS 201, TAS-202, and TAS 203 Small Missile
— Impact Structural and Cyclic Testing.
3) Thiz system sholl be applied by o licansed plastering contractor fotlowlng the recommendations of Sto Corp. This
- — nolice of acceptance and the applicoble sections of the 2010 Florida Building Code.
4}  The Englneer and/or Architect of record for sach project using this system sholl size oll stud framing to ensure
conformance with stud defiection and satress limitations as requlred by governing codes and thls decument.
5) Insulation boords shall be placed in a running bond pattern.
6 . 6) Al studs used with this s|yatem sholl be completaly sheathed ot the interior flange or bridged at moximim aevery 5 ft. of
Sectlon stud length or as specified by stud manufacturer,
- 7) Al stee! studs shall be structural with 1-5/8" min. flange width and have minlmum yleld slrength of 33000 PSH
8) Deatdils on pages 2/3 of 3 are l{pical and show intent to prevent water infiltratrion in to ond behind the system. Alternate
detalls and specific conditions not covered by the typicel details are the responsibiiity of the licensed design professional
In consultation with Sto Corp, i
KEY: i 1144
Deslgn Pressure Rating +-— 80psf \\\\w-"'lui/ STO CORP
(1)3 5/8" Stest Studs and track (18 ga) © 16" O.C. (5)sto Finish Smoll Missile Impact Resistance LR‘W(:MM:"%‘:EE " Q.Z\\\\p.\\ J. Wo :{/// 3800 Camp Creek Pky
coosd N o CENT R0 Bldg 1400 Suite 120
@1/2' USG Securock Glass Mat Sheathing. 1~1/4" ¥afer Head Screws @ 6" o.c. in Buitding Code 5290 S Q-" WOENSS ‘\‘° /4’ Atlganta GA 30331
field and ot perimster of sheathing. Aceeptance No | d =S Y = or
(3)EPs Board © 1° thick Bwim%m etfoljZet?  |= « LeNOTS705 N Sto Therm EIFS USG-2
1 ; = Wi = 7y -
Sto PAB with Sto 920 E 4.6 oz Mesh Embedded By o = o :::N *%ﬁ e = Small Mi
® Misi Dade Product Conbol | "85 (e = tmoact R is::ile
/ — R STATECF Iy S pact Resistance
200, el LU Drewing No. USG-STO1
2, o LLoRON NS [ Pwe Mot ot 3 Date 9-6-19
AP AN Not To Soale
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TERMINATION AT DECK
N.T.S,

gy 1/2" USG SECUROCK

| STG INSULATION

FLOOR LINE EXPANSION
7 JOINT

. FLASHING OVER DECK

[~~~ FLAT FLASHING
= DECK AND ATTACHMENT

(SEE NOTE 4) LRIy
END DAM FLASHING R

BARRIER MEMBRANE

q

~ FLASHING UNDER DECK
INSTALLED BEHIND FLAT
HING) (SEE NOTE 3)

e STO_FINISH (SMOOTH OR
TEXTURED

STO MESH (4.6 oz/ydt) AND
STO PAB BASE COAT

1. The deck attachment method Is independent of the
cladding. Care must be token to prevent water

WINDOW JAMB
N.T.S.

M’“‘"“ 1/2" USG SECUROCK

HEAD FLASHING

—— BARRIER MEMBRANE

— AR SEAL AROUND WINDOW
PERIMETER

e WD OW

| oo GG FINISH (SMOOTH OR
TEXTURED)

STO MESH (4.8 oz/yd} AND
STO PAB BASE COAT

CLOSED CELL. BACKER-RQD
AND SEALANT

e

%\

T SO INSULATION

—...

e
. BARRIER MEMBRANE

WRAPPED INTO CPENING

A

e SUPPORTING  STRUCTURE

OVERHANG
N.T.8.

/'" 1/2" USG SECUROCK

e EDGE FLASHING

STO PAB BASE COAT
SIS (¢) FINISSI (SMOOTH OR
TEXTURED,

TERMINATE 2" (50 MM)
ABOVE FINISHED ROOF

STEP FLASHING

— ROOF FINISH

DIVERTER FLASHING

-— GUTTER

___STO MESH (4.6 oz/yd*)AND

CONSTRUCTION JOINT
N.T.S.

- STRUCTURE

1/2" USG SECUROCK

STO INSULATION

STO PAB BASE COAT
\ - STO FINIS;I {SMOOTH OR
TEXTURED

’

&

[~ FLASHING

mamazRen?
a2
n-"
-

= 2T~ BACKER ROD

- BARRIER MEMBRANE

l

penstrotion into the woll ossembly vla the attachmant Hotas; HNotes: Hetes:
2 ::':-zi!‘:: '?{:t: metal flashing on the surface of the wall 1. Provide flashing installed over the window to direct water 1. Provide continuous roof flashing (as required by a design 1. Provide a dgaineii joint at the interface of frame and
. 4 f the window. Veri irements for head ; 4 masonry substrotes.
whars the dack is to be attached 0 that the finished ?[g:gln;orilh Iecu:::;lrI c%vées c'q“nfz; ;ﬁﬁgo;mmgnufacture‘r’. if not g;:{:?:.lonol) to divert water from entering into wall 4
stucco will overlap it a minimum 4% (100mmj. required, seal belween window and EIFS, 2. Seol Sto System termination to the diverter flashing &
3. Slide a folded fiashing up under the first flot flashing 2.  Protect rough opening against water penetration by . re:vantowa :re;?on?rmegger?lnos selem erter ilashing 1o
and posltion below the planned position of dack, wrapping with a borrier membrane, P P g system. \\\\\\H” H]//
4. Provide a folded floshing over the planned deck position J. Provide continous cir barrier connection around perimater T LWy 'y
to direct water away from the deck conneclions. : of the window to reduce leaking, condensation related to \Q‘ P‘_.—---- ._U A\/‘C’ STO CORP,
5. Provide flashing end dams on aach sids of the second alr movement and sound and insect intrusion, PRODUCT RENEWED $ Q o‘\,\cENS(w P /4 3800 Camp Creek Pky
folded flashing. Sst the end dams in seatant. 4. Provide window insert to optimize sealant configuration, as complying with the Florida >~ "’ - Bldg 1400 Suite 120
6. Provids borrier membrane over the flashing so it will be Building Code , =~ 4 ..]NoT5795 Vo Atlanta GA 30331
positioned behind the deck ladger. Acceptatice No (3-0F 'JQ'Q = ke :2[ 1R Sto Tham%r EIFS USG—2
. 73 L] . -
7. Terminate the Sto EIFS a minimum of 2° (50mm) Expraion [ Lol =gl ?” e
gl?:vﬁo:?\?n gdescl;c ond %" (i0mm} from the perimeter of By T reer i ‘a 73“‘ STATE OF ,"‘U __:_'_: Small Missile
. Miami Lade Pr Control -?/ 9‘\ . k% b ﬁh S é_U,i‘: Impact Resistance
/ /4, &&é.,t OR\D_,.;@,\ N Drawing No. USG-STO1
¢/ Yehley N Pags Ko 2 of 3 Date 9-5-18
“17, _,I ONAL € o\ Not To Scale
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STO MESH (4.6 oz/yd" JAND




WINDOW HEAD WINDOW SILL PARPET
N.T.S. N.T.S.
N.T.S. STRUGTURE
/f EXPANSION JOINT BARRIER MEMBRANE
SUPPORTING STRUCTURE
— 1/2" SECUROCK
[ WOOD BLOCKING
e -
- FLASHING 1/2" SECUROCK

7ot 2 PARAPET CAP FLASHING
: AR SEAL et~ BARRIER MEMBRANE e

Ll - WINDOW FRAME WITH INSET R S .

AR ~ WINDOW FRAME HEAD ¥ "l IO SUPRORT Ron T i 7 1/2" SECUROCK
n BARRIER MEMBRANE / T :
o I % ST STO INSULATION i
@ SN : . STO INSULATION

LI i E | e WINDOW FRAME JAMB "'_": .'. BRI RN & X dl AND ;

e (I [ — Sl g e ) = o
. S N Tt e N |- §TO MESH (4.8 oz/yd AND

: _ MM'?TEQTEL%BT {SMOOTH OR SN %%5:_:23‘; (SMOOTH OR STO PAB BASE (:0‘{1y
| u- :

EE SiEm ¥4 »

1= T RN . « +¢| ™~ AIR SEAL CONTINUOUS : 1 STO_FINISH (SMOOTH OR
- ST0 MESH (46 oz/yd) AND . ] AROUND INTERIOR TEXTURED)
1 < STO PAB BASE COAT : '. SRS PERIMETER OF WINDOW
T—— 3 iy, A —— JOINT IN STO INSULATION
MM\ . e o
~~— STO INSULATION RSN ~— PAN FLASHING WITH
DPEPNS £ .
el FLASHING IN COMPATIBLE {2 /\
; SEALANT
L~ ) > \\— NN
/\ SEALANT (NOT ILLUSTRATED)
e FRAMING N Notes:

i, Protect exposed STO EIFS at parapet from weather
damage during construction until permanently protected
with caping.

Notes: 2, Extend dimension of caping overlap for muli—story
Hotes: Notes: construction/coastal regions to prevent wind driven rain
1. Protect the rough opening from water penetration 1. Protect exposed STO EIFS at sill from from entering behind system.
b)én:{faec?cmgt;ﬂmeae:’?er;ilg: ;r;e?rbm;e. D%LeCt .ﬁn¥| wrc]:.ter weather damage during construction until permanently
) E do t above ine silt flashing. protected with sill and sealant. i,
. Provide head flashing over the window to direct water 2. P : ; Nt J- Wl STO CORP
’ r . . Pan flashing @ jamb. N e Y0, 7, g
away from the window. Fold flashing over the window 9% ;Rw”‘?mﬂﬂ.“j‘u'f"n y é‘q,‘aj\.‘;{cené?.f%\//r;, 3%?ggcﬁgg Crock Pk
head—jamb interface. Building Code _ N Nz Atlanta GA 30331
tritio < O B = 757"? [ Sto Therne'EIFS USG-2
. 7 —_— T [ — 0 erm -
Exp on gr]elizalg =H e S T 2
By {fpirtesdis” =na. swreof XS Small Missile
MW“:,B. ade Product Control %Q‘\‘.‘ 3y . lgl N Impact Resistance
//// “\6':9‘“0“‘0&"0’?\(:‘ Drawing No. USG-STO1
Yahdduhd P No 3 of 3 Date 9--5-13
//// ONaL BN 28 70 ¥ “Not To Scale




